
CRUISIN© PEGS INSTALL GUIDE 
FOR STOCK HARLEY FOOTBOARDS
                PATENT PENDING

 Tools & Supplies Needed:

  Dish Soap     HD Footboard Reference:

  Needle Nose Pliers    Traditional Shape was used on 1980-later Touring models (except FLHRS), and ©86-later  

  13/32 Drill Bit    FL Softail!  models (except ©05-©06 FLSTN)

  3/16 Allen Wrench    Swept Wing Shape - Touring and Softail!  models equipped with Swept Wing-Shaped 

  7/16 Open End Wrench   Rider Footboard Kit P/N 50631-04 or Swept Wing Footboard Pans P/N 50683-04 (Right)

  9/16 Open End Wrench   and 50688-04 (Left).

  5/16 Allen Wrench
  7/32 Allen Wrench
  9/16 Socket w/Extension
 
 Hardware Included:

  3/8-16 X ! " long flat socket cap screw (qty 6) for Traditional footboards and  (qty 6) for Swept Wing.
  3/8-16 X 1 1/2" long flat socket cap screw (qty 4) for Traditional footboards and none for Swept Wing.
  3/8 flat washer  (qty 10) for Traditional footboards and  (qty 6) for Swept Wing.
  3/8-16 locking hex nut  (qty 10) for Traditional footboards and  (qty 2) for Swept Wing.
  1/4-20 bolt with locking nut installed onto mounting block (qty 2).

 Install: 

 1.  Mix up a solution of dish soap and water to lubricate the rubber "tabs" under the OEM footboards.  
     This will let them slide through the footboard with less resistance.
 2.  With needle nose pliers, remove the footboard rubber  by  pushing the rubber tabs up and out of the    
      footboard trays.
 3.  Lay the reinforcing plate on top of the exposed footboard plate and line up the top and bottom radius with the 
      two existing holes in the tray.  The inside edge of the reinforcing plate should be even with the edge of the 
      footboard tray.   (See image 1) For Swept Wing footb oards, center the plate and align with existing holes as 
     demonstrated in image 1B.
 4.  Use a sharpie pen or pencil to mark the hole locations. (See image 2) Remove reinforcing plate before drilling.
 5.  Drill holes with 13/32 drill bit.  It will help to use a punch and center drill first. (See image 3)
 6.  Lay a towel under the footboard to protect the Cruisin© Peg in case you drop it during installation.  Before going
       to step 7, open the provided bolt kit and add a small amount of lubrication onto the screws for better results. 
 7.  Traditional f ootb oards:  5 screws.  The two holes closest to the bike are for the  Cruisin© Pegs to attach.  Use the
      3/8-16 X 1 1/2" lg screws for this.  Loosely install the reinforcing plate by only half screwing the 3 3/8-16 X ! " into
      the other 3 holes.  Swept Wing footb oards:  3 screws.  Top two holes are used to attach Cruisin© Pegs. 
      Loosely install the reinforcing plate by only half screwing the 3/8-16 X ! "  screw into lowest hole first.
 8.  A second person is helpful at this point of the installation.  Mount the Cruisin© Pegs by holding the mounting
      block under the footboard and dropping the screws down from the top.  Secure the washer and 3/8-16 locking 
      hex nut. 
  9.  Use a 9/16 socket with extension and a 7/32 allen wrench to tighten all screws.
10.  To adjust the pegs position, use a 5/16 allen wrench to loosen screw and pull out pin adjustment piece.
11.  Also, an adjustable set screw is located where the footpeg folds in.  This can be threaded out to adjust the 
       camber of the pegs. 
12. Use a 9/16 open end wrench to adjust the 1/4-20 stabilizing bolt  located on the mounting block.   (Image 4) 
       The head of the  bolt should just be touching the footboard supports when the  footboard is folded down.


