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KAWASAKI MEAN STREAK  “ CLEAN KIT”  INSTALLATION
Contents:
Chrome L icense Frame w/ LED light bar  attatched
4 M6 button head bolts, lock washers and nuts
2 M6 socket head bolts to attatch clean kit to rear  fender
2 butt splices to tie in license light

1.  Under rear  fender, disconnect the license lamp at the “ quick connect” .
2.  Cut the wires leading to the stock turn signals.  Leave a small amount of lead if

you wish to reuse them.
3.  Unbolt stock license plate assembly from rear  fender.
4.  Cut the female end of the “ quick connect”  off leaving at least 1”  of wire to splice

in. See picture.
5.  Assemble your  license plate to the Clean Kit.  Note the LED wires will be pressed

between your  plate and the chrome frame.  Direct the wires to exit up.
6.  Bolt the Clean Kit to rear  fender using the 2 socket head M6 screws.
7.  Cut the LED wires from the Clean Kit to the correct length that reaches the

“ quick connect”  junction.  Str ip wire ends approx ¼” .
8.  Cr imp the butt splices to the ends of the LED wires.
9.  Cr imp the bare wires from the female “ quick connect” , to the butt splices.
10.  Reconnect the “ quick connect” .  The diagram below shows the female end of

  “ Quick Connect”  cr imped to the LED wires.

For  Turn Signals.  We have found that almost any Har ley aftermarket turnsignals
will work on the Mean Streak.  We called Custom Chrome and received their
catalog on disk.  Pro-One and Donnie Smith are some of the best looking turn
signals we found.
The turn signals can be mounted to the under par t of the fender struts after  you
remove the helmut locks/tabs.  By doing this, there is a hole that is per fect to mount
the turn signals to.


